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ABOUT MKS
 
Founded in 1999, MKS specializes in research, design and development of 
electronic model products. The company has been highly successful in inventing 
new high technology methods of designing and manufacturing Remote Control Servos, 
Micro-servos, Gyros, Head-locked Gyros, Mixers, Electronic Speed Controls, Receivers, 
Brushless motors plus other digital electronic model products.
 
Management Philosophy
 
Professionalism
Honesty
Service
Efficiency
Steadiness
 
Things that we hold essential:

High quality and technology of products.
Top quality service for our customers.
Partnering and growing with our customers.
Consistently maintaining and upgrading our quality in everything we do.

Have a foothold Taiwan. Survey the world!
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MICRO SERVO

Dimensions：23X12X27.25 mm
Opera ng Voltage：4.8 ~ 6.0 V DC Volts  
Working frequence：1520μs / 333hz
Dead band：0.001ms (Default)
Bearing Type：2BB
Motor Type：Japan-made Coreless Motor
Gear Type：Chrome-Titanium alloy gear

Dimensions：23X12X27.25 mm
Opera ng Voltage：4.8 ~ 6.0 V DC Volts  
Working frequence：760μs / 560hz
Dead band：0.001ms (Default)
Bearing Type：2BB
Motor Type：Japan-made Coreless Motor
Gear Type：Chrome-Titanium alloy gear

Dimensions：23X12X27.25 mm
Opera ng Voltage：4.8 ~ 6.0 V DC Volts  
Working frequence：1520μs / 333hz
Dead band：0.001ms (Default)
Bearing Type：2BB
Motor Type：DC Motor
Gear Type：Chrome-Titanium alloy gear

Model
Dimensions

(mm)
Weight

(g)

4.8V 6.0V
Gear Type CaseOperating Speed

(sec/60°)
Stall Torque

(kg/cm)
 Operating Speed

(sec/60°)
Stall Torque

(kg/cm)

DS 95 23X12X27.25 21.21 0.066 2.44 0.053 3.05 Cr-Ti alloy All Aluminum

DS 95i 23X12X27.25 21.21 0.047 1.92 0.038 2.40 Cr-Ti alloy All Aluminum

DS 92 23X12X27.25 17.43 0.075 2.30 0.060 2.85 Cr-Ti alloy Mid Aluminum

DS95

DS92

DS95i

760μs

Dime
Oper
Wor
Dead
Bear
Moto
Gear

DS92

DS95i
DS95

please use 4S Nicd/NiMH or use UBEC @ 4.8V~5.5V

for 450 Helicopter

DS95

for Flybarless/Flybar

for Flybarless/Flybar

DS92A+

only for Flybar

DS92
Basic User

Advance User

Profession User

for Airplane EP
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MICRO SERVO

Dimensions：23X12X25 mm (0.90 x 0.47x 1.02 in)  
Opera ng Voltage：4.8 ~ 5.0 V DC Volts  
Working frequence：1520μs / 80hz  Digital mode/Analogy mode
Dead band：0.002ms (Default)
Bearing Type：2BB   
Motor Type：DC Motor
Gear Type：Aluminum- tanium alloy Gears*4 + Plas c gear *1

Dimensions：23X12X28 mm (0.9 x 0.47x 1.09 in)
Opera ng Voltage：4.8 ~ 5.0 V DC Volts  
Working frequence：1520μs / 80hz  Digital mode/Analogy mode
Dead band：0.002ms (Default)
Bearing Type：2BB   
Motor Type：Coreless Motor
Gear Type：Aluminum- tanium alloy Gears*4 + Plas c gear *1

please use 4S Nicd/NiMH or use UBEC @ 4.8V~5.5V

please use 4S Nicd/NiMH or use UBEC @ 4.8V~5.5V

for 450 Helicopter

Di
Op
W
De
Be
M
Ge

23

15
.3

0 24
.6

0

2

32

2

28

19.40 8.60

12

18
.4

0 27
.7

0

23

2 2
32

28

19.40 8.60

12

DS 530

DS 545

Model
Dimensions

(mm)
Weight

(g)

4.8V 5.0V
Gear Type CaseOperating Speed

(sec/60°)
Stall Torque

(kg/cm)
 Operating Speed

(sec/60°)
Stall Torque

(kg/cm)

DS 530 23X12X25 12.92 0.098 2.88 0.094 3.00 Aluminum alloy middle: aluminum / upper & bottom: plastic

DS 545 23X12X28 14.42 0.073 2.20 0.070 2.30 Aluminum alloy middle: aluminum / upper & bottom: plastic

only for Flybar
Basic User

for Airplane EP
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MICRO SERVO
for 450 Helicopter

for Airplane EP

DS450 / DS460 / DS470 / DS480
Dimensions：22.5X10X23.5 mm (0.89x 0.39x 0.93 in) 
Opera ng Voltage：4.8 ~ 5.0 V DC Volts  
Working frequence：1520μs / 333hz
Dead band：0.002ms (Default)
Bearing Type：2 Jewel Bearing + 1 Bronze Bushing
Motor Type：Coreless Motor
Gear Type：Metal + Aluminum-magnesium alloy Gears

please use 4S Nicd/NiMH or use UBEC @ 4.8V~5.5V

only for Flybar
Basic User

DS 450

DS 460

DS 470

DS 480

Model
Dimensions

(mm)
Weight

(g)

4.8V 5.0V
Gear Type CaseOperating Speed

(sec/60°)
Stall Torque

(kg/cm)
 Operating Speed

(sec/60°)
Stall Torque

(kg/cm)

DS 450 22.5X10X23.5 9.5 0.120 3.10 0.115 3.22 Aluminum alloy Plastic

DS 460 22.5X10X23.5 9.5 0.100 2.72 0.096 2.83 Aluminum alloy Plastic

DS 470 22.5X10X23.5 9.5 0.089 2.37 0.085 2.47 Aluminum alloy Plastic

DS 480 22.5X10X23.5 9.5 0.068 1.85 0.065 1.93 Aluminum alloy Plastic

23
.5

0

20 24
.5

0

15
.1

0

1.
20

31

27

7

16.80

22.50

2

10



08

MINI SERVO
Dimensions：35.8 x 15.2 x 29 mm (1.41 x 0.6 x 1.14 in)  
Opera ng Voltage：4.8 ~ 6.0 V DC Volts  
Working frequence：760μs / 560hz
Dead band：0.0008ms (Default)
Bearing Type：2BB   
Motor Type：Coreless Motor
Gear Type：Chrome-Titanium alloy gear

Dimensions：35.8 x 15.2 x 29 mm (1.41 x 0.6 x 1.14 in)  
Opera ng Voltage：4.8 ~ 6.0 V DC Volts  
Working frequence：1520μs / 333hz
Dead band：0.0008ms (Default)
Bearing Type：2BB   
Motor Type：Coreless Motor
Gear Type：1 Titanium Gears + 4 aluminum-alloy Gears

Dimensions：35.8 x 15.2 x 29 mm (1.41 x 0.6 x 1.14 in)  
Opera ng Voltage：4.8 ~ 6.0 V DC Volts  
Working frequence：1520μs / 333hz
Dead band：0.0008ms (Default)
Bearing Type：2BB   
Motor Type：Coreless Motor
Gear Type：1 Titanium Gears + 4 aluminum-alloy Gears

for 450~500 Helicopter

for Airplane EP

Model
Dimensions

(mm)
Weight

(g)

4.8V 6.0V
Gear Type CaseOperating Speed

(sec/60°)
Stall Torque

(kg/cm)
 Operating Speed

(sec/60°)
Stall Torque

(kg/cm)

DS 9660A+ 35.8X15.2X29 28 0.12 3.8 0.09 4.7 metal plastic

DS 9670A+ 35.8X15.2X29 27.5 0.088 2.26 0.068 2.83 metal plastic

Model
Dimensions

(mm)
Weight

(g)

4.8V 6.0V
Gear Type CaseOperating Speed

(sec/60°)
Stall Torque

(kg/cm)
 Operating Speed

(sec/60°)
Stall Torque

(kg/cm)

DS 8910A+ 35.8X15.2X29 28 0.052 2.1 0.040 2.6 metal plastic

DS 9660 A+

DS 9670 A+

9660 A+
S 9670 A+

15.30 27.30

35.48

48.70

32
.9

8

19
.2

5 29

35.80

14.84

15.20

DS 8910 A+

DS 8910 A+

760μs
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HBL SERVO

Dimensions：40 x 20 x 40 mm ( 1.57x0.79x1.50 in)  
Opera ng Voltage：6.0 ~ 8.4 V DC Volts  ( 2S Lipo un-regulated )
Working frequence：1520μs / 333hz
Dead band：0.0008ms (Default)
Bearing Type：2BB   
Motor Type：Brushless Motor
Gear Type：Chrome-Titanium alloy gear

Dimensions：40 x 20 x 40 mm ( 1.57x0.79x1.57 in)  
Opera ng Voltage：6.0 ~ 8.4 V DC Volts  ( 2S Lipo un-regulated)
Working frequence：760μs / 560hz
Dead band：0.0008ms (Default)
Bearing Type：2BB   
Motor Type：Brushless Motor
Gear Type：Chrome-Titanium alloy gear

for 600~800 Helicopter

40

32
.8

5

45
.6

5

23
.5

0

10

34.75 14.75

20

Model
Dimensions

(mm)
Weight

(g)

6.0V 7.4V
Gear Type CaseOperating Speed

(sec/60°)
Stall Torque

(kg/cm)
 Operating Speed

(sec/60°)
Stall Torque

(kg/cm)

HBL 950 40×20×40 70.29 0.120 13.3 0.100 16.5 Cr-Ti alloy All Aluminum

HBL 980 40×20×40 70.29 0.040 4.50 0.036 5.60 Cr-Ti alloy All Aluminum

760μs760μs
HBL980

HBL950

 3D MASTER  /  F3N 
POPULAR EQUIPMENT
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BLS SERVO
for 600~700 Helicopter

for Pattern Plane

Dimensions：40 x 20 x 40 mm ( 1.57x0.79x1.57 in)  
Opera ng Voltage：4.8 ~ 6.0 V DC Volts  
Working frequence：1520μs / 333hz
Dead band：0.0008ms (Default)
Bearing Type：2BB   
Motor Type：Brushless Motor
Gear Type：Chrome-Titanium alloy gear

BLS950 / BLS970

BLS980 / BLS990 BLS990

Dimensions：40 x 20 x 40 mm ( 1.57x0.79x1.57 in)  
Opera ng Voltage：4.8 ~ 6.0 V DC Volts  
Working frequence：760μs / 560hz
Dead band：0.0004ms (Default)
Bearing Type：2BB   
Motor Type：Brushless Motor
Gear Type：Chrome-Titanium alloy gear

10

15

1820

R2

7.25107.25 30

35
50

54.5

2.
5

16
.4

2838
.5

5.
9

2

46
.4

Model
Dimensions

(mm)
Weight

(g)

4.8V 6.0V
Gear Type CaseOperating Speed

(sec/60°)
Stall Torque

(kg/cm)
 Operating Speed

(sec/60°)
Stall Torque

(kg/cm)

BLS 950

40×20×40

40×20×40
40×20×40

40×20×40

55.8 0.140 9.2 0.12 11.50
Titanium-

plating

Middle : 
Aluminum/
Upper and 

Bottom : Plastic

All Aluminum

BLS 970 58
58

0.090 6.1 0.072 7.7
BLS 980 0.040 2.50 0.033 3.10
BLS 990 69 0.038 2.8 0.030 3.5

BLS950

760μs 760μs

BLS970

BLS980
BLS990

49.50

14.7534.75

1030

7.25407.25

1020

R2

15
.8

5
2.

50
29

.3
5

40
.3

5
4.

85
2

47
.2

0
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STD SERVO

Dimensions：40 x 20 x 40 mm ( 1.57x0.79x1.57 in)  
Opera ng Voltage：4.8 ~ 6.0 V DC Volts  
Working frequence：1520μs / 333hz
Dead band：0.001ms (Default)
Bearing Type：2BB   
Motor Type：Coreless Motor
Gear Type：Chrome-Titanium alloy gear

Dimensions：40 x 20 x 40 mm ( 1.57x0.79x1.57 in)  
Opera ng Voltage：4.8 ~ 6.0 V DC Volts  
Working frequence：1520μs / 333hz
Dead band：0.0008ms (Default)
Bearing Type：2BB   
Motor Type：Coreless Motor
Gear Type：Chrome-Titanium alloy gear

for 600~700 Helicopter

Model
Dimensions

(mm)
Weight

(g)

4.8V 6.0V
Gear Type CaseOperating Speed

(sec/60°)
Stall Torque

(kg/cm)
 Operating Speed

(sec/60°)
Stall Torque

(kg/cm)

DS660A+ 40×20×40
40×20×40

  75 0.186 21.05 0.149 26.30
Cr-Ti alloy All Aluminum

Cr-Ti alloy All Aluminum

DS 670 75 0.111 12.58 0.089 15.72

DS660A+
DS670

DS660A+
DS670

49.50

14.7534.75

1030

7.25407.25

1020

R2

15
.8

5
2.

50
29

.3
5

40
.3

5
4.

85
2

47
.2

0
for Pattern Plane

 3D MASTER  /  F3N 
POPULAR EQUIPMENT

F3A POPULAR EQUIPMENT
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STD SERVO
for 600~700 Helicopter

Dimensions：40 x 20 x 40 mm ( 1.57x0.79x1.57 in)  
Opera ng Voltage：4.8 ~ 6.0 V DC Volts  
Working frequence：760μs / 560hz
Dead band：0.001ms (Default)
Bearing Type：2BB   
Motor Type：Coreless Motor
Gear Type：Chrome-Titanium alloy gear

Dimensions：40 x 20 x 40 mm ( 1.57x0.79x1.57 in)  
Opera ng Voltage：4.8 ~ 6.0 V DC Volts  
Working frequence：760μs / 560hz
Dead band：0.0008ms (Default)
Bearing Type：2BB   
Motor Type：Coreless Motor
Gear Type：Chrome-Titanium alloy gear

Model
Dimensions

(mm)
Weight

(g)

4.8V 6.0V
Gear Type CaseOperating Speed

(sec/60°)
Stall Torque

(kg/cm)
 Operating Speed

(sec/60°)
Stall Torque

(kg/cm)

40×20×40
40×20×40

Cr-Ti alloy

Cr-Ti alloy Mid-Aluminum

All Aluminum75DS 760 0.034 3.9 0.027 4.9
DS 760 (p) 62.26 0.034 3.9 0.027 4.9

760μsDS760
760μsDS760 (pla

stic
)

760μsDS760
760μsDS760 (pla

stic
)

10

15

1820

R2

7.25107.25 30

35
50

54.5

2.
5

16
.4

2838
.5

5.
9

2

46
.4

49.50

14.7534.75

1030

7.25407.25

1020

R2

15
.8

5
2.

50
29

.3
5

40
.3

5
4.

85
2

47
.2

0

3D MASTER  /  F3N POPULAR EQUIPMENT
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HV SERVO
HV767

Dimensions：40 x 20 x 45 mm ( 1.57x0.79x1.77 in)  
Opera ng Voltage：6.0 ~ 7.4 V DC Volts  
Working frequence：1520μs / 333hz
Dead band：0.0008ms (Default)
Bearing Type：2BB   
Motor Type：Coreless Motor
Gear Type：Chrome-Titanium alloy gear

for 600~700 Helicopter

for Pattern Plane

Model
Dimensions

(mm)
Weight

(g)

6.0V 7.4V
Gear Type CaseOperating Speed

(sec/60°)
Stall Torque

(kg/cm)
 Operating Speed

(sec/60°)
Stall Torque

(kg/cm)

HV 767 40×20×45 77.9 0.145 25 0.118 31 Cr-Ti alloy All Aluminum

HV767
HV767

40

32
.8

5

45
.6

5

23
.5

0

10

34.75 14.75

20

only for Flybar
NOTICE
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RTR/RTF SERVO
for 500 HelicopterDimensions：40 x 20 x 40 mm ( 1.57x0.79x1.57 in) 

Opera ng Voltage：4.8 ~ 6.0 V DC Volts  
Working frequence：120hz
Dead band：0.002ms (Default)
Bearing Type：2BB
Motor Type：DC Motor
Gear Type：Metal gear

Model
Dimensions

(mm)
Weight

(g)

4.8V 6.0V
Gear Type CaseOperating Speed

(sec/60°)
Stall Torque

(kg/cm)
 Operating Speed

(sec/60°)
Stall Torque

(kg/cm)

DS 1210 40X20X40.30 56 0.15 8.05 0.12 10 meta gear

DS 1009 40X20X40.30 56 0.125 7.04 0.10 8.8 meta gear

middle:aluminum
upper & bottom:
plastic

DS 1210

DS 1009

10

15

1820

R2

7.25107.25 30

35
50

54.5

2.
5

16
.4

2838
.5

5.
9

2

46
.4

DS 1009

DS 1210
please use 4S Nicd/NiMH or use UBEC @ 4.8V~5.5V

Dimensions：40 x 20 x 40 mm ( 1.57x0.79x1.57 in) 
Opera ng Voltage：4.8 ~ 6.0 V DC Volts  
Working frequence：120hz
Dead band：0.002ms (Default)
Bearing Type：2BB
Motor Type：DC Motor
Gear Type：Metal gear

please use 4S Nicd/NiMH or use UBEC @ 4.8V~5.5V

only for Flybar
Basic User
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WING SERVO

Dimensions：30X10X35.5 mm (1.1811X0.39X1.39 in) 
Opera ng Voltage：4.8 ~ 6.0 V DC Volts  
Working frequence：1520μs / 333hz
Dead band：0.001ms (Default)
Bearing Type：2BB
Motor Type：DC Motor
Gear Type：Chrome-Titanium alloy gear

Dimensions：30x10x29.9 mm (1.1811X0.39X1.17 in) 
Opera ng Voltage：4.8 ~ 6.0 V DC Volts  
Working frequence：1520μs / 333hz
Dead band：0.001ms (Default)
Bearing Type：2BB
Motor Type：DC Motor
Gear Type：Chrome-Titanium alloy gear

please use 4S Nicd/NiMH or use UBEC @ 4.8V~5.5V

please use 4S Nicd/NiMH or use UBEC @ 4.8V~5.5V

Pylon Racers

F3F/F3B/F3J

F3F/F3B/F3J

42

30

36

34
.5

0

8

35
.5

0
6

15

3 3

9.50 26.50

10
44

.9
7

Model
Dimensions

(mm)
Weight

(g)

4.8V 6.0V
Gear Type CaseOperating Speed

(sec/60°)
Stall Torque

(kg/cm)
 Operating Speed

(sec/60°)
Stall Torque

(kg/cm)

DS 6125 30X10X35.5 28.77 0.15 6.6 0.12 8.2 Cr-Ti alloy All Aluminum

DS 6125-mini 30X10X29.9 25.26 0.12 4.8 0.10 5.8 Cr-Ti alloy All Aluminum

DS 6125

DS 6125-mini

D
O
W
D
B
M
G

5 mini

D
O
W
D
B
M
G

5

9.50 26.50

10

22

29
.9

0

for Glider / F3X



WING SERVO

Dimensions：30x10x28.7 mm (1.1811X0.39X1.13 in) 
Opera ng Voltage：4.8 ~ 6.0 V DC Volts  
Working frequence：1520μs / 333hz
Dead band：0.001ms (Default)
Bearing Type：2BB
Motor Type：DC Motor
Gear Type：Chrome-Titanium alloy gear

please use 4S Nicd/NiMH or use UBEC @ 4.8V~5.5V

F3F/F3B/F3J

Dimensions：23X12X27.25 mm (0.9X0.47X1.07 in)
Opera ng Voltage：4.8 ~ 6.0 V DC Volts  
Working frequence：1500μs / 333hz  data: 850μs~2150μs
Dead band：0.001ms (Default)
Bearing Type：2BB
Motor Type：Japan-made Coreless Motor
Gear Type： Chrome-Titanium alloy gear
Resolu on: 0.8μs ( > 4096 bit )

 <F3X for the V-tail>

 <F3X for the V-tail>

F3F/F3B/F3J

for Glider / F3X

20

Model
Dimensions

(mm)
Weight

(g)

4.8V 6.0V
Gear Type CaseOperating Speed

(sec/60°)
Stall Torque

(kg/cm)
 Operating Speed

(sec/60°)
Stall Torque

(kg/cm)

DS 6125-H 30X10X28.7 24.33 0.12 4.2 0.10 5.2 Cr-Ti alloy All Aluminum

DS 6125-E 23X12X27.25 21.21 0.066 2.58 0.053 3.25 Cr-Ti alloy All Aluminum

DS 6125-E

DS 6125-H
6125-H

5 E

26.409.40

3

21
.8

0

28
.7

0

10
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ACCESSORIES
        &  PARTS

Func on:
1. Reduce noise.
2. High-temperature resistant.
3. An -corrosion resistant.
4. Low resistance
5. An -wear.
6. Accurate viscosity.
7. For metal gears and 
    other metal parts.

INSTRUCTION
MKS hat (dark blue) is new 
promo on product since 2011.
FEATURES
-adjustable the circel extent
-100% filament mixed woven 
fabrics
-common(Men and Women)

INSTRUCTION
MKS radio strap (blue) is new 
promo on product since 2011, 
and it could be used with any 
RC radio.
FEATURES
-Adjustable length
-Length: 50''
- Stainless steel hookMKS Mul func on 

Gear Grease

MKS HAT

4g capacity

dark blue

MKS RADIO STRAP
blue

22

MKS M
Gear G



ACCESSORIES
&  PARTS

INSTRUCTION

MKS DS95 key chain is 
used aluminium CNC casing 
from MKS DS95. it is a light 
and refined accessory. 
Good Both as a present and 
for personal use.
 
FEATURES
-CNC casing of DS95

INSTRUCTION

MKS DS6125 key chain is 
used aluminium CNC casing 
from MKS DS6125. it is a light 
and refined accessory. 
Good Both as a present and 
for personal use.
 
FEATURES
-CNC casing of DS6125

MKS DS95 
KEY CHAIN

MKS DS6125 
KEY CHAIN

MKS T-Shirt
-dark blue
-limited

23

MKS D
KEY CH



ACCESSORIES
        &  PARTS

1. High elegance and metal
    luster.
2. it is suitable to paste any 
    surface of model/canopy.
3. Please clean dust or water
    stain before paste it.

1. High elegance and metal
    luster.
2. it is suitable to paste any 
    surface of model/canopy.
3. Please clean dust or water
    stain before paste it.

1. High elegance and chroma.
2. it is suitable to paste any 
    surface of model/canopy.
3. Please clean dust or water
    stain before paste it.
4. it is convenient to tear down 
    and paste.

Metal film s cker
(mks logo)-silver 

Metal film s cker
(mks inside)-gold

60 x 45 mm 40 x 18 mm

MKS logo series
sticker (Label-7)

325 x 275 mm

24

cker
lver

Meta
(mks

sticke

32

NEW 
RELEASE

NEW 
RELEASE



Product

DS450 22.5x10x23.5 9.5 2+1BB3.10(4.8V)/3.22(5.0V)0.120(4.8V)/0.115(5.0V)
DS460 22.5x10x23.5 9.5 2+1BB2.72(4.8V)/2.83(5.0V)0.100(4.8V)/0.096(5.0V)
DS470 22.5x10x23.5 9.5 2+1BB2.37(4.8V)/2.47(5.0V)0.089(4.8V)/0.085(5.0V)
DS480 22.5x10x23.5 9.5 2+1BB1.85(4.8V)/1.93(5.0V)0.068(4.8V)/0.065(5.0V)
DS530 23x12x25 13 2BB Middle2.88(4.8V)/3.00(5.0V)0.098(4.8V)/0.094(5.0V)
DS545 23x12x28 14.5 2BB Middle2.20(4.8V)/2.30(5.0V)0.073(4.8V)/0.070(5.0V)
DS95 23x12x27.25 21.21 2BB Complete2.44(4.8V)/3.05(6.0V)0.066(4.8V)/0.053(6.0V)
DS95i 23x12x27.25 21.21 2BB Complete1.92(4.8V)/2.40(6.0V)0.047(4.8V)/0.038(6.0V)
DS92 23x12x27.25 17.43 2BB Middle2.30(4.8V)/2.85(6.0V)0.075(4.8V)/0.060(6.0V)
DS92A+ 23x12x27.25 17.43 2BB Middle2.40(4.8V)/2.95(6.0V)0.070(4.8V)/0.058(6.0V)
DS9660A+ 35.8x15.2x29 28 2BB3.8(4.8V)/4.7(6.0V)0.12(4.8V)/0.09(6.0V)
DS9670A+ 35.8x15.2x29 27.5 2BB2.26(4.8V)/2.83(6.0V)0.088(4.8V)/0.068(6.0V)
DS8910A+ 35.8x15.2x29 28 2BB2.10(4.8V)/2.41(5.5V)0.052(4.8V)/0.045(5.5V)

Dimensions
(in Millimeter) (in Gram) (sec/60°) (kg/cm)

Weight Opera ng Speed Stall Torque Bearing

F3F/F3B/F3J F3K/DLG/HLG Pylon Racers450 Helis 500 Helis 600-700 Helis Pa ern Plane Airplane EP

Aluminum-
     Case

HBL950 40x20x40 70.29 2BB13.3(6.0V)/16.5(7.4V)0.12(6.0V)/0.10(7.4V) Complete
HBL980 40x20x40 70.29 2BB4.5(6.0V)/5.6(7.4V)0.040(6.0V)/0.036(7.4V) Complete

BLS950 40x20x40 55.8 2BB9.2(4.8V)/11.5(6.0V)0.14(4.8V)/0.12(6.0V) Middle
BLS970 40x20x40 56 2BB6.1(4.8V)/7.7(6.0V)0.09(4.8V)/0.072(6.0V) Middle
BLS980 40x20x40 58 2BB2.5(4.8V)/3.1(6.0V)0.04(4.8V)/0.033(6.0V) Middle
BLS990 40x20x40 69 2BB2.8(4.8V)/3.5(6.0V)0.038(4.8V)/0.03(6.0V) Complete
DS660A+ 40x20x40 75 2BB21.05(4.8V)/26.3(6.0V)0.186(4.8V)/0.149(6.0V) Complete
DS670 40x20x40 75 2BB12.58(4.8V)/15.72(6.0V)0.111(4.8V)/0.089(6.0V) Complete
DS760 40x20x40 75 2BB3.9(4.8V)/4.9(6.0V)0.034(4.8V)/0.027(6.0V) Complete

HV767 40x20x45 77.9 2BB25(6.0V)/31(7.4V)0.145(6.0V)/0.118(7.4V) Complete

DS6125 30x10x35.5 28.77 2BB6.6(4.8V)/8.2(6.0V)0.15(4.8V)/0.12(6.0V) Complete
DS6125MINI 30x10x29.9 25.26 2BB4.8(4.8V)/5.8(6.0V)0.12(4.8V)/0.10(6.0V) Complete
DS6125H 30x10x28.7 24.33 2BB4.2(4.8V)/5.2(6.0V)0.12(4.8V)/0.10(6.0V) Complete
DS6125E 23x12x27.25 21.21 2BB2.58(4.8V)/3.25(6.0V)0.066(4.8V)/0.053(6.0V) Complete
DS6188 23x12x27.25 17.43 2BB2.37(4.8V)/2.94(6.0V)0.073(4.8V)/0.058(6.0V) Middle

DS65K 22x8.5x15.2 6.5 2BB1.85(4.8V)/2.2(6.0V)0.203(4.8V)/0.154(6.0V) Complete
DS6100 22.5x10x23.5 9.5 2+1BB3.19(4.8V)/3.32(5.0V)0.12(4.8V)/0.11(5.0V)

DS1210 40x20x40 56 2BB8.05(4.8V)/10(6.0V)0.15(4.8V)/0.12(6.0V) Middle
DS1009 40x20x40 56 2BB7.04(4.8V)/8.8(6.0V)0.125(4.8V)/0.1(6.0V) Middle

DS760(pla) 40x20x40 62.26 2BB3.9(4.8V)/4.9(6.0V)0.034(4.8V)/0.027(6.0V) Middle

HBL665 40x20x40 63 2BB12.2(6.0V)/15.2(7.4V)0.13(6.0V)/0.10(7.4V) Middle

    = Spantan 5 Star
    = Future Servo
    = Narrow band Servo, 760μs, for Rudder of Helis

    = Only for Flybar System
    = Only use 4S Nicd/NiMH Ba ery 
    = 3D Master / 3DX / F3N Popular Equipment
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BLS = Standard Size & Brushless Motor
WING = Servo for Glider
2+1BB = 2 Jewel Bearing + 1 Bronze Bushing

BLS = Standard Size & Brushless Motor
WING = Servo for Glider
2+1BB = 2 Jewel Bearing + 1 Bronze Bushing

H
B

L
B

LS
S
TD

HBL669 40x20x40 63 2BB4.2(6.0V)/5.1(7.4V)0.05(6.0V)/0.04(7.4V) Middle

25



MEMO

26





V1
.2


